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NOTE: 1. ASSEMBLE 4 RODS INTO 2 END PLATES, AND 
2 CARABINERS AS SHOWN. BEND TOGEATHER 
AND WELD CLOSE. 
2. MASK OF HOLES AND SLOT PRIOR TO FINISHING. 
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1440 LBS 


INSPECTION & TESTING PROCEDURES FOR THE 
RBE332A91-5490-00, SLING, MAKILA 2A, TOOL. 
THIS ASSEMBLY SHOULD BE INSPECTED BEFORE EACH USE. 
REPLACE ANY ITEMS THAT ARE DAMAGED OR SUSPECTED 
OF DAMAGE BEFORE USING! 


FIRST ARTICLE WEIGHT TEST 
1. AFTER INSPECTION, PLACE SLING ASSEMBLY ON A 
OVERHEAD LIFTING DEVICE. ATTACH 4 CONNECTOR HOOKS 
TO AN APPROAITE TEST WEIGHT OF 1440 LBS, USE BALL LOCK 
PINS, AND CARABINERS TO LOCK INTO FIXTURE. 
2. LIFT WEIGHT FOR AT LEAST 5 MINUTES, CONTINUALLY CHECKING 
FOR CRACKS, DEFLECTION, OR DISTORTION. 
3. REMOVE WEIGHT AND RE-INSPECT SLING, CHECKING FOR 
STRESS CRACKS, BENDING, OR DISTORTIONS. 


INSPECTOR_______________________ 


TESTER_______________________ 


S.N._______________________ 


DATE_______________________ 


FIRST ARTICLE WEIGHT TEST 


RED BARN MACHINE 
190 S. DANEBO AVE., EUGENE OR. 97402 
(541)344-9953; fax (541)344-3863 
e-mail; sales@redbarn.net 
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